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With electronic tablets and devices used 
in a wide range of working environments, 
TABBOX provides a safe and secure 
charging station, with options available to 
o�er either static or mobile charging. 

Ten or fifteen compartment charging locker available with single or individual door access. 
15 compartment individual door is only available with dual charging USB-A / 3 pin plug.

W 305 x D 305 mm    

Ten or fifteen compartment non-charging tablet locker with either single or individual door 
access is also available for the safe storage of equipment.

W 305 x D 305 mm      

Tablet charging lockers
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TABBOX

Vision panel doors 
are available at 
extra cost.

USB-C & USB-A or 
UK three pin plug.

Low eight compartment charging locker available 
with single or eight door access. 

W 305 x D 305 mm   

Both versions are available as non-charging     
tablet lockers.
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Vision panel doors 
are available at 
extra cost.

Lock covers allow 
for numbering on 
every door for easy 
identification.

A wide variety of 
locking solutions 
are available.

*Please consider the charging plug when ascertaining if your device will fit in the locker compartment. Electronic devices and charging cables not included.

The only charging lockers in   
the UK market tested to       
BS EN ISO/IEC 17050-1:2010.

See page 7 for colour options.

See pages 44 for locking options.

ActiveCoat technology as standard.

3robe Steel 3roducts are fire tested and approved in line with 

European Standard - EN 13501-1: 2007 +A1: 2009

MATERIALS

SECTIONS STEEL CONSTRUCTION
SIDES 0.7 mm cold rolled mild steel, specialist powder coated Riveted
723S �.� mm cold rolled mild steel, specialist powder coated 5iveted
BASE 0.7 mm cold rolled mild steel, specialist powder coated Riveted
BACKS 0.7 mm cold rolled mild steel, specialist powder coated Riveted
SHELVES 0.7 mm cold rolled mild steel, specialist powder coated Riveted
)5217 )5$0( �.� mm cold rolled mild steel, specialist powder coated )ormed, welded then riveted to body
'225S �.� mm cold rolled mild steel, specialist powder coated  $ll�round strengthened edge to form open box section 

with reinforcement

steel locker specificationfeatures & options*
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M
R
S
A

PROTECTION

M
R
S
A

PROTECTION

S H E L V I N G

F
R
E
E

UK DELIVERY UK MADE

*Excluding Probe Expressbox

�

MANUFACTURED
WITHOUT COMPROMISE
Frame .9mm steel
Doors .9mm steel
Body .7mm steel

10 MICRO SPRUNG
DISC LOCK

5 KNUCKLE HINGES

WELDED INTERNAL
DOOR STRENGTHENER*

ADDITIONAL DOOR
PERFORATIONS - STANDARD

AIR VENT SYSTEM ON
EACH DOOR*

*Door strengthener not needed on some products.

Air vent system not available on some products 
due to small door size.

MEETS BS 4680:1996
excluding si]e specification

WELDED
COMPARTMENT DIVIDER

FOR HIGH SECURITY

ADDITIONAL FULL DOOR 
PERFORATIONS

Minimum order quantity

THROUGH FRAME LOCKING
For added security, the cam locates through 

aperture in frame preventing door being easily 

forced open.

lockers
www.probe-manufacture.co.uk
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The Probe power spine is at the heart 
of our Powerbox range of charging 
lockers, choose from USB-C & 
USB-A or UK three pin plug.

70mm

241mm clear entry*
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*

All Powerbox lockers should be securely fixed 
o� the wall, with battens, by 25mm for air  
movement and to avoid lockers tipping.


